
Niche Installation

Step1 - Prepare wall and clean surface

Step 2 - Remove the flim from back trim

Step 3 - Place the niche against the wall and press firmly

Step 4 - Apply silicon around the trim

Niche Maintenance

To clean niche - stainless steel 
Use a liquid dish detergent or cream cleaner  water and soft sponge or cloth along with 

Application 
Apply liquid detergent or cream to surface of niche unifromly on the surface.
Rinse with water abd wipe down with dry soft sponge or cloth.

CAUTION:
Don’t use any abrasives material for cleaning like steel wool or pads.
Don't use any chemicals for cleaning like waxs, alcholols, bleach, acids, solvents or harsh chemicals
The warranty will be void in case of use of unsuitable cleaning products.



Niche Stainless Steel 

Item Code Item Description Finish Corners

NS1212-CH 12"x12" Niche Stainless Steel Chrome Square

NS1212-BH 12"x12" Niche Stainless Steel Brushed Square

NS1212-BLK 12"x12" Niche Stainless Steel Matte Black Square

NS1218-CH 12"x18" Niche Stainless Steel Chrome Square

NS1218-BH 12"x18" Niche Stainless Steel Brushed Square

NS1218-BLK 12"x18" Niche Stainless Steel Matte Black Square

NS2412-CH 24"x12" Niche Stainless Steel Chrome Square

NS2412-BH 24"x12" Niche Stainless Steel Brushed Square

NS2412-BLK 24"x12" Niche Stainless Steel Matte Black Square

NS24S12-CH 24"x12" Niche Stainless Steel with Shelf Chrome Square

NS24S12-BH 24"x12" Niche Stainless Steel with Shelf Brushed Square

NS24S12-BLK 24"x12" Niche Stainless Steel with Shelf Matte Black Square


